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1. IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND OF THE COMPANY/UNDERTAKING

PRODUCT NAME  WPT 312

SUPPLIER  ARDEX ENDURA (INDIA) PRIVATE LIMITED
   Corporate Office & Regd. Office: 
   Unit No. 406 & 407, “Brigade Rubix”, No. 20, Yeshwanthapur Hobli, 
   HMT Campus, Bangalore - 560022. Karnataka, INDIA. 
   CIN No: U24233KA1997PTC022383 
   Tel: +91 80 66746500 Fax: +91 80 66746540 
   Email: customercare@ardexendura.com Visit us: www.ardexendura.com

2. HAZARDS IDENTIFICATION

Non-hazardous substance if used appropriately Hot material may lead to difficult-to-heal wounds. 

3. CHEMICAL PROPERTIES 

Non-woven  Polyester non-woven 
Membrane layer  Thermo-plastic elastomere resistant to ageing 

4. FIRST AID MEASURES 

INHALATION   
After inhalation of fire gases and/or decomposition products it is important to get fresh air. Seek medical 
attention in case of disorders.
 
SKIN CONTACT 
Skin contact with molten material has to be treated like burns; cool quickly with cool water. Do not peel     
solidified product off the skin. In case of burns see a doctor. Do not stop cooling the burns during conveyance to the doctor.
 
EYE CONTACT  
After contact with the molten substance cool with cold water. Seek prompt medical attention. Do not stop    
cooling continuously during conveyance to the doctor.
 
INGESTION 
Seek medical attention in case of disorders. 

5. FIRE-FIGHTING MEASURES

EXTINGUISHING AGENTS
Spray water, alcohol-resistant foam, carbon dioxide CO². 

RISK OF EXPOSURE
In case of fire, small quantities of carbon monoxide, carbon dioxide may be generated 

SPECIAL PROTECTIVE EQUIPMENT
Wear self-contained respiratory protective device.

ADDITIONAL ADVICE
Fire residues and contaminated water for fire-fighting must be disposed of in accordance with official regulations.  








